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Special Precautions

	
Risk Management

	 To minimize the risk of device damage or injury to the user while 
maximizing the functions of this device, follow the instructions for 
installation, and use this device as described in this manual. 

	
Surface Mount

	 When using the surface mount system, do not over-tighten the electrodes 
or damage may occur to the Triad Preamp.

	
Attachment

	 Do not use Loctite on Triad fasteners or electrodes.

	
Do not Over-tighten

	 Do not over-tighten electrodes or fasteners onto the Triad, as the Triad 
could be damaged.

	
Fastner Kit

	 When using a Fastener Kit, the lug nuts must be insulated from the 
surroundings to prevent shorting, and loss of signal.

	
Legacy Cable

	 When installing the legacy ribbon cable, the dark blue strand side must 
be down. With newer cables, the blue side must be down and the grey 
side up. If not, this will cause the entire prosthesis to operate incorrectly.

	
Repairs or Alterations

	 Do not attempt to repair or alter any of the mechanical or electronic 
components. This will likely cause damage, additional repairs and void 
the warranty.

	
Serious Incidents

	 In the unlikely event a serious incident occurs in relation to the use 
of the device, users should seek immediate medical help and contact 
their prosthetist at the earliest possible convenience. Clinicians should 
contact Motion Control immediately in the event of any device failure. 
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Introduction Features
The Motion Control Triad Preamp System is a versatile preamp/electrode 
system. It provides four different installation options and interchangeability 
with virtually all other myoelectric prosthetic manufacturers’ systems. The 
Triad Preamps are resistant to interference from outside sources such 
as cell phones, fluorescent lights, and other sources of radio frequency 
interference. Additionally, adjustment on the preamp allows easy access 
for the prosthetist or patient to change the sensitivity either initially, or 
throughout the day. 

Preamps use industry standard ribbon cable connection, have high RF and 
50-60 Hz interference rejection and a Prosthetist/patient adjustable gain 
setting.

Four installation options:

•	 Flush: Utilizing a tight silicone grommet, suitable for suction sockets.

•	 Surface: Direct-to-socket mounting for evaluation and temporary 		
	 applications.

•	 Roll-on Snap Electrode Kits: Roll-on liners can be used with the Motion 		
	 Control Snap Electrode Kit.

•	 Remote: Utilize high or low profile electrodes mounted in the socket wall 		
	 and preamps mounted in a remote location, such as the humeral section 		
	 in a shoulder disarticulation prosthesis for a more cosmetic prosthesis.

Fabrication Dummies

Two fabrication dummies are supplied with each Triad. One is the shape of 
the inner surface of the grommet (Inner Surface Dummy) and the other the 
mounting hole for the grommet (Grommet Opening Dummy, Figure 2).

Installation

Flush Mount

Evaluate the temporary socket 
fit. If it is snug, the Inner 
Surface Dummy is necessary to 
accommodate for the volume 
of the silicone grommet. If the 
temporary socket is slightly loose, 
this dummy can be omitted.

The Grommet Opening Dummy 
can then be either stacked upon 
the Inner Surface Dummy (the top 
of the Inner Surface Dummy will need to be flattened) or mounted directly 
on the model. When plastic is either vacuum formed or laminated over the 
dummies, the plastic can be ground flat to the surface of the dummy, to be 
the perfect size for the grommet (Figure 1).

Figure 1
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Components
The Triad Kit contains:

•	 Triad Preamp

•	 Ribbon cable

•	 Triad Cable Plug

•	 Electrodes

•	 Electrode Thumb Wrench

•	 Grommet

•	 Inner Surface Dummy

•	 Grommet Opening Dimmy

Figure 2

Triad Preamp

Ribbon Cable

Triad Cable PlugElectrodes

Electrode
Thumb
Wrench

Grommet

Inner Surface Dummy

Grommet Opening Dummy

Figure 1a

Triad Preamp 
electrode side

Cable with 
9-pin plug
3010784
3010785

Cable with 
3-pin plug
3010969
3010968

Cable with 
5-pin plug
3010782
3010383

Specifications
Length: 1-9/16 in (40 mm)

Width: 5/8 in (16 mm)

Height: 3/8 in (10 mm)



6

Figure 3

Figure 6

Figure 4 Figure 5

Alternatively, the size of the Grommet Opening Dummy can be traced onto 
the socket and the opening carefully ground out to fit the grommet. Care 
must be taken so the opening is not too large and no longer airtight, yet large 
enough that the preamp will slide in. If the plastic is thicker than the grommet, 
it will need to be ground down to the appropriate thickness (Figure 3).

Install the electrodes with the Thumb Wrench (snugly, finger tight), install the 
ribbon cable (Figures 10, 11) and slide the Triad into the grommet (Figures 4, 
5). High, medium and low profile electrodes can be changed out depending 
upon the necessity of socket fit (Figure 6).

Figure 7 Figure 8, Finger tighten with 
supplied 5/16 in socket only
(p/n 3010767)

For suction sockets, RTV silicone should be used between the socket and the 
grommet, and the grommet and the Triad to ensure there is no leakage.

Surface Mount

Surface mounting is quick and easy to move on a temporary, evaluation 
socket. This is useful early in the fitting process when exact electrode location 
is yet to be determined (Figure 7).

Select electrode position, mark the three mounting studs and drill a 7/32 in.ß 
hole. Electrode length is determined by not only the necessity of socket fit, 
but also plastic thickness. If the plastic is too thick, simply grind it down to the 
desired thickness (Figure 8).
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Remote Electrode Installation - for snap electrodes or remote 
socket electrodes
Snap electrodes are useful with roll-on liners (Snap Electrode Kit p/n 3010853 
for 3 mm liner, p/n 3010854, for 6 mm liner). These kits are ordered per 
channel (for dual channel, order 2). Instructions for the snap electrodes are 
included with the kit. Use the fasteners supplied with the kit to attach the cable 
to the Triad Preamp. The green wire attaches to the center stud (Figure 9).

Remote electrode installation can also be used with the Remote Electrode 
Kit (p/n 3010880, one kit per channel, 2 kits for dual channel) in cases where 
there is inadequate space for the Triad but there is space in another area of 
the socket.

Use the Fastener Kit (Triad Lug Nuts with washers) to attach the wire to the 
Triad. The green wire attaches to the center pole of the Triad. Use only the 
Thumb Wrench to tighten the lug nuts (snugly, finger tight) and do not over 
tighten. Also, do not use any Loctite on the studs or lug nuts (Figure 9).

Once the Triad Lug Nuts are attached, use some type of insulating material 
around the assembly (e.g. shrink wrap, duct tape, electrical tape). The lug 
nuts are prone to shorting, causing loss of signal. 

NOTE: The Triad Preamp ribbon cable is in transition from a light blue cable 
(legacy cable) to a grey/blue cable (newer cable). You may also have some of 
the legacy cable on hand. Instructions for both types are included. 

Figure 9

Triad Lug Nut
(p/n 1070490

Finger tighten with 
supplied 5/16 in. 
socket only
(p/n 3010767)

Green wireEyelet

Lock Washer

Connecting Ribbon Cable
The Triad Preamps utilize an industry standard ribbon cable. With legacy 
cables, one strand of the cable is dark blue on only one side. Put the dark 
blue side down, into the Triad Cable Plug (Figure 10a). With newer cables, put 
the blue side down and the grey side up (Figure 10b).
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Figure 10a - Legacy Cable

Dark blue strand side faces 
down into the Cable Plug

Dark blue strand on 
underside.

Triad Cable Plug.

Triad Cable Plug

Blue side faces down and 
grey side faces up into the 
Cable Plug

Triad Cable Plug.

Blue on underside.

Triad Cable Plug

Figure 10b - Newer Cable

Figure 11a - Legacy Cable Figure 11b - Newer Cable

Grey on top

Assembly
1. Cut ribbon cable to length (cleanly square off the end).

2. With legacy cables, slide the ribbon cable completely into the Triad Cable 
Plug with the dark blue strand down (toward the slots, and the knife-edge 
connectors (Figure 11a). With newer cables, insert with the blue side down, 
grey side up (Figure 11b). Ensure the ribbon cable slides completely into the 
cable plug.

3. Firmly press the cable plug into the Triad Preamp until the top is flush with 
the surface of the Triad.

Adjusting Triad Sensitivity
Using a small screwdriver, turn the small screw head inside the numbered 
ring. Turning toward a higher number will increase sensitivity (increase 
gain), and turning to a smaller number decrease sensitivity (decrease gain). 
Sensitivity should be kept as low as possible to minimize interference, 
unwanted muscle signal and maximize fine control of the device.

Interchangeability
Triads can be used with other manufacturers’ systems. The Triad Cable Plug 
will accept Ottobock style ribbon cable (with 3-pin, half moon connectors). 
Simply use the other manufacturer’s ribbon cable rather than the Motion 
Control ribbon cable.
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Single Patient Use
Each amputee is unique. The shape of their residual limb, the control 
signals each generates and the tasks an amputee performs during the day 
require specialized design and adjustment of the prosthesis. Motion Control 
products are manufactured to be fit to one individual.

Disposal/Waste Handling
This device, including any associated electronics and batteries should be 
disposed of in accordance with applicable local laws and regulations. This 
includes laws and regulations regarding bacterial or infectious agents, if 
necessary.

Limited Warranty
Seller warrants to Buyer that the equipment delivered hereunder will be free 
from defects in materials and manufacturing workmanship, that it will be of 
the kind and quality described and that it will perform as specified in Seller’s 
written quotation. The limited warranties shall apply only to failures to meet 
said warranties that appear within the effective period of this Agreement. The 
effective period shall be two years (24 months*) from the date of delivery to 
the fitting center that has purchased the components. Refer to the shipping 
receipt for the date of shipment. *24 Months applies to devices purchased 
after 1/1/2026

Return Policy
Returns are accepted for a full refund up to 90 days from date of shipment 
as long as the item is in resalable condition. Beyond 90 days, returns are not 
accepted.

Technical Specifications
Operating Temperature: -5° to 60° C (23° to 140° F)
Transport & Storage Temperature: -18° to 71° C (0° to 160° F) 
Device Service Life: 5 Years 

Declaration of Conformity
The product herewith complies with Medical Device Regulation 2017/745 
and is registered with the United States Food and Drug Administration. 
(Registration No. 1723997).
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Customer Support
Americas, Oceania, Japan
Fillauer Motion Control
115 N. Wright Brothers Drive
Salt Lake City, UT 84116
+1 801-326-3434 
motioninfo@fillauer.com

Europe, Africa, Asia
Fillauer Europe
Kung Hans väg 2
192 68 Sollentuna, Sweden
+46 (0)8 505 332 00 
support@fillauer.com

Fillauer
2710 Amnicola Highway
Chattanooga, TN 37406
+1 423.624.0946

Fillauer Europe
Kung Hans väg 2
192 68 Sollentuna, 
Sweden
+46 (0)8 505 332 00

www.fillauer.com


